
STATE OF NEBRASKA 
DEPARTMENT OF ROADS 

ADDENDUM NO. 3 
PROJECT NO. MAPA-5103(14)  

CONTROL NO. 22353  
CALL NO. 215 

10TH STREET BRIDGE, FARNUM – DOUGLAS, OMAHA 
LETTING DATE: NOVEMBER 3, 2011  

 
  On page 224 of the Special Provisions, the first sentence of Section 7.1.3 is amended to 
read: 
 

 Test verification piles designated for tension load testing to a maximum load of 2.5 times 
 the micropile Design Load shown on the Plans or working Drawings. 
 

* * * * * 
 On page 226 of the Special Provisions, the first sentence in the first paragraph of 
Section 7.2.2 is amended to read: 
 

 Test piles designated for tension proof load testing to a maximum load of 1.67 times 
 the micropile Design Load shown on the Plans or working Drawings. 
 

* * * * * 
 

 On page 267 of the Special Provisions, in the section titled Wireless Interconnect 
System, the following paragraph is void: 
 

 Currently, Encom Wireless Data Solutions supplies the only acceptable 
 wireless interconnect system. 
 

* * * * * 
 

 On page 299 of the Special Provisions, Section 1.01 is amended to include the following: 
 

 E.  The Contractor’s responsibilities are defined in A-D above.  All refurbishing of the 
       sculptures are BY OTHERS. 
 

* * * * * 
 

 On page 341 of the Special Provisions, Section 1.3.D. is void and superseded by the 
following: 
 

 D.  Submit sample of concrete mix to match existing concrete. 
 

* * * * * 
 

 On page 342 of the Special Provisions, Section 2.1.E. is void. 
 

* * * * * 
 

 On plan sheet 30, the asterisk note under the MICROPILE DATA table is amended to 
read: 
 

  * Loads shown are service loads.  Verification test of pile shall yield 
    a minimum strength of 420 kips.  Proof load test shall be tested to 
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      1.67 times the load shown in the Micropile Data Table.  The Engineer 
    shall select the piles to proof load test. 
 

* * * * * 
 

 Plan sheet 87 is amended as follows: 
 

 1.  Plan sheet 87 is amended to include the following note: 
 

  NOTE:  All new concrete shall match existing concrete coloration. 
 

 2.  The two notes that read “New Concrete Form Wall Color and Form Pattern Match 
      Existing, See Details on Sheet A4.14” are amended to read: 
 

  New Concrete Form Wall 
  See Details on Sheet A4.14 
 

* * * * * 
 

 Plan sheet 88 is amended as follows: 
 

 1.  Plan sheet 88 is amended to include the following note: 
 

  NOTE:  All new concrete shall match existing concrete coloration. 
 

 2.  The three notes that read “New Concrete Form Wall Color and Form Pattern Match 
      Existing, See Details on Sheet A4.14” are amended to read: 
 

  New Concrete Form Wall 
  See Details on Sheet A4.14 
 

* * * * * 
 

 Plan sheet 103 is amended to include the following note: 
 

  NOTE:  All new concrete shall match existing concrete coloration. 
 

* * * * * 
 

 Upon execution of the contract, the plans will be revised to reflect these changes. 
 

                                                                                DEPARTMENT OF ROADS 
 

      Original Signed by Claude Oie 
 
            Claude Oie 
            Construction Engineer 
 
Issued:  October 27, 2011 
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NOTICE:  Only the contractors issued bidding proposals receive this addendum and 
responsibility for notifying any potential subcontractors or suppliers remains with the contractor. 


